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IMPORTANT SAFETY INSTRUCTIONS - READ FIRST 
CAUTION 
A Pose 


ATTENTION: RISQUE DE CHOC ELECTRIQUE - NE PAS OUVRIR 


This symbol, wherever it appears, This symbol, wherever it appears, alerts 
alerts you to the presence of uninsulated you to important operating and maintenance 
dangerous voltage inside the enclosure. Voltage instructions in the accompanying literature. 
that may be sufficient to constitute a risk of shock. Please read manual. 


Read instructions: 
Retain these safety and operating instructions for future reference. Heed all warnings printed here and on the equipment. Follow the 
Operating instructions printed in this user guide. 


Do not open: 
Aside from four vacuum tubes, there are no user serviceable parts inside. Refer any service work to qualified technical personnel only. 


Power sources: 
Only connect the unit to mains power of the type marked on the rear panel. The power source must provide a good ground connection. 


Power cord: 

Use the power cord with sealed mains plug appropriate for your local mains supply as provided with the equipment. If the provided plug 
does not fit into your outlet consult your service agent. Route the power cord so that it is not likely to be walked on, stretched or pinched 
by items placed upon or against. 


Grounding: 
Do not defeat the grounding and polarization means of the power cord plug. Do not remove or tamper with the ground connection on 
the power cord. 


Ventilation: 
Do not obstruct ventilation or position the unit where the air required for ventilation is impeded. If the unit is to be operated in a rack, 
case or other furniture, ensure that it is constructed to allow adequate ventilation. 


Moisture: 
To reduce the risk of fire or electrical shock do not expose the unit to rain, moisture or use in damp or wet conditions. Do not place a 
container of liquid on it, which may spill into any openings. 


Heat: 
Do not locate the unit in a place close to excessive heat or direct sunlight, as this could be a fire hazard. Locate the unit away from any 
equipment, which produces heat such as: power supplies, power amplifiers and heaters. 


Environment: 
Protect from excessive dirt, dust, heat, and vibration when operating and storing. Avoid tobacco ash, drink spillage and smoke, 
especially that associated with smoke machines. 


Handling: 

To prevent damage to the controls and cosmetics avoid rough handling and excessive vibration. Protect the controls from damage 
during transit. Use adequate padding if you need to ship the unit. To avoid injury to yourself or damage to the equipment take care 
when lifting, moving or carrying the unit. 


Servicing: 

Switch off the equipment and unplug the power cord immediately if it is exposed to moisture, spilled liquid, objects fallen into opening, 
or the power cord or plug becomes damaged during a lightning storm or if smoke odor or noise is noted. Refer servicing to qualified 
technical personnel only. 


Installation: 
Install the unit in accordance with the instructions printed in the user guide. 


The ART Tubeopto 8™ 


8-Channel Tube Microphone Preamplifier Optical Interface 


IMPORTANT SAFETY INSTRUCTIONS — READ FIRST. ........ 2c. ccceeeee ence eens eee eeeeeneeeeeeeeeeeeeeseneeeees I 
INTRODUCTION fesccceedete Aeris cds ceva ci tyet eee ts eee fav tee eetoet he gee deat ajelveaeede Leeseienedh teeta adel ise ekene gates 1 
INSTALLATION ceccgscece eve cscs oe saber acts ects is es oe cdisa a aiee gcc ode wake cab eee ee eee te So cae oe eee eve eee acd i eeae es taieeeenaee 1 
AG: POWET HOOKUP. 242.31 decaccszeesnetihtanerdaceats ctiadestssagezeeransudvaecisestaas ah ieecnacaecaseudeiece sags peas ube cceapnaaet ages caeeap haa soucdica vars umcrese iagedaseeacetearicteresuade 1 
Analog: AUdIO CONNECHIONS wsesisciesduee ehceeece sei esees aevcescnsyecasat ccneseesvunivesined edines Mesdaued di sebeasTyceteds dh esa hietede vacua bina decievhesees bead stenvaaveearvelyeees Teste 1 
CONTROLS and: JACKS veicceisescicccicesvacededecneddintessuedsietscecdsdecievecscedddatsrnetesactsvrctsteqatescsseddecteanedee 2 
FRONT PANEL, cocscct: ccestesapcadeutees adedeceesdeteuy ise datsscgcceuist@enaua sects uceeaanag adh sbecdeuacetansudes seats deacyedoageaadesapaireds tanueereancieadeussieasbineshaseceauaaedboandé 
Instrument. INPUtws.As iva eevee eave a hn do ee ae en ee ee eed seca ee eae 
Gain CONtHOl: cieeiverhis Me Aha th hatlee: Maced eh dl seed eo ie ii ee gs Le eee 
Pad ‘Switch Asisccctecert hte aie keith tet ata taka tam ia ania tnt died ag ascetic heaent: 
+48V Switches.... 
Phase SWItCH 00... eeeeeeseeeeeseeeeeeseeeeeennees 
Low Frequency Rolloff Switch 
LED: Level Meter: scts.iec8 esd Shae ccig ecietlotie need ane ade prastiedieabecte, ecaete gait dee geaiet ing a etiedeaiieen diag ds. ae arene ee 
OUunpUt: COMO lace et escc et, ath aa ce setae th a Sa ts Mad oat era ite rah areata dy aati tees oo eect st a aint cet ets eat oe ea ee ae ee 
Output Souree: SWitChes se. feccaachaltcciecss fag vesasteg devas deusice ladatectdesvesiedeg (duekd datetzh tad idveasaahaatesandadact cag ad ddien cease iad deecdaseaeaticdidiidiasdaguesaslit dagetears 
Sample :‘Rate:/ Sync:Swith vicacecahvepeiya ca ive even eee eure grea ee sheet eee yelaeia ek nese eens and ea taped see eoeaae Aen rena tees peeaycgi clive st 
Sample:Rate:/’Sync- LEDS is2ieecnaactege ie eiveitesbbeats abet tage le AO aed detletini ae det ota a ales aniea ieee aaa di abr ated vend da tecty 
Power-SwitChiais. die iee cierto enchanted tig ee a edd eee bed dads padi tebe ulaeie thee Ai i tinder ioe 
REAR! PANE Lersic cect tisten fedetanteectbangtsetetiate ct Seauude lanitch a bbasteedacaceesa bas Secaidnevsnce dt gatalcasdaetaanatzanes daketeehisheusee nian eager gag Geeean daa hiadte 
Balanced Input Jacks — XLR & 1/4” TRS COMbO JackS ........cccccceceececccee cece eee eeeeeeeeeeeeeeeeecaaeeeeeeeececeaeeeeeeeeeseeaeeeeeeeessecccaeeeeeeesseesineeeeeeeeess 4 
Balanced. Output Jacks. 24 si.cccte eats te iacise is eieiieteas ee aeaei es ev en nora ven eee aa peda en pe dae eee cgied eines eetloneeaveenes 
Output Level: Switch ev.idet hese Meninehe Mae edi le Meee aieek inion hahaa And dst dtd ceded Sahin epee leat ale Dente ante eacke 
Wordclock Input and Thru Jacks. .............. 
ADAT: EIQHtpIPG: JACKS 3 ace ccess es eee cde dees zac atte shatiuaas cosa eiat ape caatatce caceec scuatelaadegedes suscgetacaty cess sctanesansesate Caan Uys auas sags aassaouagaeaces ionanaavtancenecncdenes daze 
HARDWARE OPERATION 
How to adjust the preamplifier controls for the lOWeSt NOISE ..............ccccccceeeeeeeeneeeeeeeeeeceeeeaeeeeeeeeeeeccaaeeeeeeeseeceeeeeeeeeeeseeqcaeeeeeeessesecsueeeeeeeess 6 
How to set the Output Level switch (on the rear Panel) .............ccccecceeecceeeeeeeeeeeeeeeeeeeeeeeeeeaaeeeeeeeeeecceaeeeeeeececceaeeeeeeeeeceeccaeeeeeeeseeeeeeeeeeeeeess 6 
Changing the Sample late iv: i. ves. sesdeecd ois versed ceed oe aie edd eee vev ca dai ded eee ova nce dh Foes evade hesvedeeeavans Jedi elds ed deed a eed dteeeiee vaste rcar eee ay 6 
Using the: WordGlocktin puts js iitic sacha bethacd cesindadtoledtenetednleth dese eeaselavienteeves ceeds De dhebpebeestied epndtediaDiedinds adiadindbecdasenatecepiete tise ald ielbe 7 
APPLICATIONS eiicsciet ccerseeiecdaeiectnten tiemct dbl eaecel ene ceeeediibce sihee twee enetee eteewseeenerbecmteuttersecae ivan rsenas 8 
Typical:applications ::s.ij.c2cnea see eerie ee ee ee ed Se Sead i si ed ee ed tna eve eases dedi eee 8 
TROUDIESNOOUNG 2:stest ito BI ei aeloveis te ice Le en hada ad iti Ma tatae eeladadiit ate eek tant elidedienion eee ohe ae oneal lage 9 
WARRANTY INFORMATION? ceioccceesececeeecectecteccsies seecdi cies cen ticeseeviecateenctres beeeceee ps eaeeeteeeeesteentecees 10 
SERV [CB ieiecs seedecseeenerettcec Pec seeec es tadsewed see det cenit teeae es ween dene leven sheds cenaenscdece espace hasleeeneepe det eunsbeseeegees 11 
Tubeopto:8™ SPECIFICATIONS ii iciciseecesccccte secede teiaceensdbsnaes credesandesevaeschacsertiecesescvuwedeseencsents 12 


List of Figures 


FIGURE: 2:=INPutiChaninel i: assacccssadec cosas cadscateddestecscadaeets genuuennnecseation dattedesssaseabacesttaetnenagadgead oudgcansentacdecneagertedeas¥aas 2 
FIGURE 2 — Output and Sample Rate Section. ...............cccccccccscccceceeeeeeeeeeaeeeaeeeaeeaaeeaaeeaaaesaaeaaeesaaesaaesaaeaaeeeeeaeeeaeeees 3 
FIGURE 3: Real Panel ta tas, assasetecncacarccwcagt cleet cbest cnnieseis teuecet cucu dete rcen eic rah anne stone ial Ree cmmnatye sue nanen eewuteatncag deernetatnetens 4 
FIGURE -4=. BlOCK DIAQraMeccrcctsietetec iaceki edad wad igee liven athcedsvee bagh coach celeiwbda adh iuacedeapechs dechaevenee essdceueavbdeavhdetaevelducces 5 
FIGURE 5 - Wordclock COnne ction .............ccccccccceeccceceeeceeeceeeeeeeeceaeceeeneaaeeaaneaaneaaeeaaeaaaaneaueeaueeauaeaeaeseeeneeeseaeeeaeeaes 7 


INTRODUCTION 


The Tubeopto 8™ is the ideal eight channel input/output expander for any ADAT (Alesis Digital Audio Tape) 
Lightpipe equipped audio interface, direct-to-disc recorder or DAW (Digital Audio Workstation). Eight high- 
quality second-generation discrete class—A vacuum tube microphone preamps are packaged in a single rack 
space unit with eight channel 24-bit digital I/O. The mic preamps drive internal high quality A/D converters and 
a standard ADAT Lightpipe digital interface. ADAT digital input is coupled to internal high-quality D/A 
converters. Either the analog mic preamps, or the internal high quality D/A converters can drive the eight 
balanced outputs, selectable in banks of two channels at a time. 


Every input on the Tubeopto 8™ offers full control of the signal path with pad, phase and low frequency rolloff 
switches. Variable input gain and output level controls for each channel allow up to 70dB of clean gain with 
incredible sonic transparency. The tube stage can be dialed in for warming effects and soft clipping. Each 
channel has wide range LED meters that monitor the preamp output levels to the A/D while clip indicators 
monitor preamplifier peak levels. Balanced 1/4" phone or XLR inputs are available on each channel and high 
impedance 1/4” instrument inputs are available on channels 1 and 2. 


ADAT Lightpipe I/O handles eight channels of 24-bit audio input and output at 44.1KHz, 48KHz, or externally 
set sample rates. Wordclock input and throughput connections allow multiple Tubeopto 8’s to be synced in 
complex system configurations. 


INSTALLATION 


The Tubeopto 8™ may be used in a wide variety of applications and environments. In a rack-mountable, all- 
steel enclosure, the unit is designed for continuous professional use. Due the number of tubes and power 
required for the unit, we recommend that you not place the unit directly on top of or beneath other sources of 
heat or strong magnetic fields. The tube circuitry needs about a minute to “warm up” and stabilize from a cold 
power up. 


AC Power Hookup 

The Tubeopto 8™ has an internal power supply. Connect the unit only to mains power of the type marked on 
the rear panel. The power source must provide a good ground connection and the ground pin on the mains 
plug should never be defeated. 


Analog Audio Connections 
Audio connections to and from the Tubeopto 8™ are: 


Rear balanced combo input: [XLR] Pin 2 = Hot (+), Pin 3 = Cold (-), Pin 1 = Ground 
[1/4"] Tip = Hot (+), Ring = Cold (-), Sleeve = Ground 


Rear balanced 1/4” output: Tip = Hot (+), Ring = Cold (-), Sleeve = Ground 


Front 1/4” instrument input: Tip = Hot (+), Sleeve = Ground 


CONTROLS and JACKS 


FRONT PANEL 


Instrument Input 

The 1/4” TS (Tip Sleeve) jack on the front panel provides a high impedance unbalanced input and, when 
used, automatically switches off the mic preamp section. (The rear combo jack’s 1/4” TRS (Tip Ring Sleeve) 
balanced input is lower impedance and is part of the mic preamp. The rear jack is not intended to be used with 
high impedance microphones or instruments.) NOTE: The PAD switch is disabled and DOES NOT affect gain 
when using the Instrument input. 


Gain Control 

This control adjusts both the mic preamp gain as well as the instrument input gain. The gain markings apply 
to the mic preamp without the Pad switch depressed. (The instrument input gain is lower than the markings.) 
Please refer to the HARDWARE OPERATION section to learn how to optimize the gain control for low noise 
operation. 


Pad Switch 


This switch reduces the mic preamp gain to prevent clipping when high-level microphone or line level signals 
are applied to the rear panel XLR / 1/4” TRS combo jack input. This switch does NOT affect the instrument 
input. 
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FIGURE 1 - Input Channel 


+48V Switches 

These switches provide phantom power to each set of four XLR inputs. Use phantom power only when the 
microphone you are using requires it. This can extend the life of the Tubeopto 8™ as well as reduce the 
possibility of a shock hazard. 


Phase Switch 


This switch selects the output phase of each channel. There is a 180-degree phase inversion through the 
channel when the switch is lit. 


Low Frequency Rolloff Switch 
This switch inserts an 80Hz, 1-pole High Pass Filter (HPF) into the signal path. The filter is designed to 
remove rumble, pops, and wind noise, yet still sound natural. 


LED Level Meter 


The four-segment LED level meter indicates the signal level at the input of the A/D converter. In addition to 
monitoring the A/D level, the CLIP LED monitors all of the gain stages within the preamp channel for clipping. 


Output Control 
The output control provides gain or attenuation to adjust to a variety of system operating levels. This control 
sets the level sent to the A/D converter. 


Output Source Switches 

The Output Source switches select the signal source sent to the analog TRS outputs on the rear panel. 
Depressing a switch selects a pair of channels, and sends a line level signal from the preamp, to the 
corresponding output jacks. In the "out" position, the signal is from the ADAT input (D to A). 


Sample Rate / Sync Switch 
This switch cycles through all of the various sample rates available to the Tubeopto 8™. Holding the switch 
down will automatically cycle through the available settings. 
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FIGURE 2 — Output and Sample Rate Section 


Sample Rate / Sync LEDs 
This display indicates the rate and source of the A/D converter sample rate. (The D/A sample rate is 
independent of this setting as it always slaves to the incoming ADAT data). 


The ADAT LED will flash if there is no incoming ADAT data, or if there is a data error. This is independent of 
the sample rate selected. 


Selecting Wordclock will light the red Wordclock LED. This LED will flash if the Tubeopto 8™ cannot use this 
input as a sync source. This LED will only flash if Wordclock mode is selected. 


Power Switch 
This switch controls and indicates that the unit is powered up and operational. When dimly lit, it indicates a 
low power source or an internal problem. 


REAR PANEL 
Balanced Input Jacks — XLR & 1/4” TRS Combo Jacks 


These balanced inputs are used for both microphone and line level signals. The gain sensitivity is identical for 
both the XLR and 1/4” TRS jacks, however the XLR input impedance is 6.4K Ohms and the 1/4” TRS input 
impedance is 20K Ohms. The front panel Pad switch varies the sensitivity of both inputs. 


Balanced Output Jacks 
Eight low impedance 1/4” TRS balanced output jacks provide audio output from the D/A converters or the 
preamps as selected by the Output Source switches. 


Output Level Switch 

This switch optimizes the output level of the rear output jacks with your system operating level. Depress the 
switch when connected to +4dBu systems. In this case the maximum output is +20dBu when the digital level 
equals 0 VU. 


When the switch is in the “out” position, the output levels are optimized for -10dBV systems. 
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FIGURE 3 - Rear Panel 


Wordclock Input and Thru Jacks 

The Wordclock input is used to externally sync the Tubeopto 8™ to a master clock source. The BNC 
Wordclock Input jack is connected directly to the BNC Wordclock Thru jack, providing the ability to loop 
through the Tubeopto 8™ and connect other devices to the Wordclock sync source, eliminating the need for a 
BNC T—adapter. 


The Wordclock input is high impedance thus leaving the Wordclock connection unterminated. This allows for 
looping Wordclock through multiple units. A 75 Ohm BNC terminator should be used on the Wordclock Thru 
jack if only the Wordclock Input jack is used. Page 7 (Using the Wordclock input) goes into more detail on 
Wordclock termination. Proper termination is important as it reduces the reflections from the undriven end of a 
cable. These reflections can skew the timing of the waveform leading to timing errors. 


ADAT Lightpipe Jacks 


Each ADAT Lightpipe jack supports eight channels of 24 bit digital audio data conforming to the ADAT 
Lightpipe protocol, which transfers eight tracks over a single fiber optic cable. Sample rates of 44.1KHz and 
48KHz are supported by this standard. 


The ADAT Lightpipe Output jack data is generated by the eight internal A/D converters that are directly driven 
by the outputs of the eight preamplifier channels. The A/D sample rate and sync source are selected by the 
front panel switch. 


The ADAT Lightpipe Input jack accepts eight channels of digital audio data at any sample rate between 
4O0KHZz and 52KHz. This data is directed thru the eight internal D/A converters to the eight rear balanced audio 
outputs. The front panel Sample Rate switch DOES NOT affect this input. Since the D/A converters sample 
rate is derived from whatever is coming in the ADAT Input jack, this section can lock to non-standard sample 
rates as long as they are between 40KHz and 52KHz. 
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FIGURE 4 - Block Diagram 


HARDWARE OPERATION 


How to adjust the preamplifier controls for the lowest noise 


Start with the Gain and Output knobs centered, and the Pad switch in. This provides about 20dB of gain. 


Increase the Gain control until the Clip LED in the meter just barely comes on during the loudest peaks in 
level, and then back off the control slightly from that point. (The Clip LED should come on occasionally at 
most.) 


If there is not enough level with the Gain control set fully clockwise, back off the gain to 12 o’clock and place 
the Pad switch in the out position. Adjust the Gain control as above. 


Adjust the Output control until the -10 LED is on most of the time during loud passages. 
Increasing the input Gain control and decreasing the Output level control adds more tube warmth. 


Remember, that the Clip LED looks at both the preamp input and output peaks, whereas the -10, -20, -30 
LED indicators only look at the preamp output level which feeds the A/D converter. 


How to set the Output Level switch (on the rear panel) 


Setting this switch correctly can lower the noise in the output signal chain by optimizing the operating levels 
between the Tubeopto 8™ and external gear. 


One way to determine how this switch should be set is to send audio to the Tubeopto 8™ from an ADAT 
digital interface and run the audio outputs into a line input on a mixer or signal processor. Check the meters on 
the mixer or signal processor to see if the level appears to be too high (clipping) or too low (barely showing any 
indication on the meters). Set the Output Level switch so that the level meters in the external gear do not 
indicate excessive clipping yet still provide good full-scale (or near full scale) deflection. 


Changing the sample rate 


The D/A converters always sync to the incoming ADAT data stream. The front panel display and switch apply 
to the A/D converter sample rate and sync source. Pushing the Sample Rate switch (or holding it down) cycles 
through the various settings. 


The settings marked 44K and 48K select the internal crystal based clock generator. Selecting the internal 
clock generator makes the Tubeopto 8™ the timing master for your digital system. In this case you would set 
the rest of your system and software to sync to the Tubeopto 8™. When 48K mode is selected, both Green 
LEDs are lit to make it easier to read at a distance. 


The ADAT sync setting selects the incoming ADAT data stream as the timing source for the Tubeopto 8™. In 
this case the Tubeopto 8™ would be the slave in terms of timing. 


Note: If the signal at the ADAT input jack is not present or has errors, the ADAT LED will flash. This is 
independent of the sample rate selected. 


The Wordclock selection synchronizes the A/D with the signal present at either of the BNC jacks. This is the 
mode that should be used when you want to have an external Wordclock generator set the master system 
timing, allowing for multiple devices. This LED will flash if Wordclock mode is selected AND the incoming clock 
signal is not present or out of lock range. 


Using the Wordclock input 


The Tubeopto 8™ can be used in both simple and complex systems. The simplest system would consist of 
the Tubeopto 8™ and a single ADAT interface. As multiple digital devices are added to a system, master/slave 
sample rate timing issues can degrade system audio performance. Using a single master Wordclock to 
synchronize all of the digital processing units reduces timing offset, and eliminates effects from any time drift 
between the units thereby improving audio quality and reliability. When Wordclock is used it should to be 
applied to EVERY unit in the digital audio chain including soundcards. 


First, assure that the Tubeopto 8™ is connected to a good Wordclock generator running at the intended 
sample rate. 


Multiple Tubeopto 8™ units can be daisy-chained by looping the Wordclock signal from unit to unit using the 
Wordclock Input and Thru jacks of each Tubeopto 8™. A single 75 Ohm BNC terminator is placed on the 
Wordclock Thru jack of the last device in the chain (furthest away from the Wordclock generator). 


Alternatively multiple Tubeopto 8™ units can be connected directly to the separate outputs of a Wordclock 
generator. In this case each Tubeopto 8™ will require a 75-Ohm BNC terminator placed on its respective 
Wordclock Thru jack because the Tubeopto 8™ does not internally terminate Wordclock. 


Next, click the Sample Rate button until the display shows “Wordclock”. 


If the red Wordclock LED is on solid the Tubeopto 8™ is locked to Wordclock. If the red Wordclock LED is 
flashing, the Tubeopto 8™ is not syncing to Wordclock. Check to make sure that the cables are connected and 
terminated correctly and the incoming Wordclock signal is between 40KHz and 52KHz. 


The Tubeopto 8™ is now slaved to the external Wordclock generator along with the other units in the 
system. 
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FIGURE 5 - Wordclock Connections 


APPLICATIONS 


Typical applications 


The Tubeopto 8™ makes an ideal addition to any ADAT compatible Digidesign interface running ProTools 
software. Simply connect the ADAT Output from the Tubeopto 8™ to the Optical In of the Digidesign product 
and connect a 75 Ohm BNC cable between the Digidesign Wordclock Out and the Wordclock In on the 
Tubeopto 8™. Set the Tubeopto 8™ for Wordclock sync and you have just added 8 more high quality preamp 
channels to your ProTools setup. If you want to also use the 8 D/A outputs on the Tubeopto 8™ to expand 
your systems output monitoring capability, simply connect the Optical Out from the Digidesign system to the 
ADAT Input on the Tubeopto 8™. 


If you are using a Digidesign interface that does not have Wordclock output then you can use the Tubeopto 
8™ in ADAT sync mode and connect both ADAT Input and Output on the Tubeopto 8™ to Optical Out and In 
on the Digidesign unit. Set the Digidesign unit to be the sync clock with Optical Out and In being set to ADAT. 
This would be the preferred method. Alternatively, set the Tubeopto 8™ as master and set it’s sample rate to 
44.1KHz or 48KHz and connect the ADAT Output on the Tubeopto 8™ to the Optical In on the Digidesign unit. 
In this case you will need to set the ADAT Optical In to be the “clock” within ProTools. 


Other ADAT Lightpipe compatible hardware and DAW applications like Cubase, Sonar, Logic, etc. can benefit 
in a similar manner to the above. Just make sure you know which unit is acting as the Master Clock and set the 
other units and software appropriately. 


Using Wordclock as your timing master in a system allows multiple Tubeopto 8’s to be used to build as many 
input channels as needed as long as you have sufficient ADAT Lightpipe Inputs. In this application you would 
connect the Wordclock master to each unit and connect the multiple ADAT Lightpipe Outputs to your multi- 
ADAT input interface. Each Lightpipe cable would carry 8 channels of ADAT and they would all be synced via 
Wordclock. 


The Tubeopto 8™ can be used as an analog preamp by simply depressing the Output Select switches. Each 
switch routes pairs of analog input channels to the balanced output jacks. 


Digidesign and ProTools are trademarks of Avid™ 
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Troubleshooting 


Here is a list of things to check first: 


1) 


2) 


3) 


4) 


5) 


6) 


7) 


Check the power switch. It should be lit red (when the switch is depressed of course). /f not lit red, check 
the power connections and fuse on the rear panel. 


Check the Sample Rate lights. There should always be at least one lit. On power up, they first ALL light 
then light one at a time from 44K to Wordclock and finally settle to the current sample rate. /f the unit does 
not go through this sequence in the first 5 seconds of power up, there is a problem with the digital section. 


If you are getting distorted audio, check to make sure that there are NO red LEDs lit on each channel’s 
meter. (The clip indicators work even if the output controls are set to minimum). Listen to the preamp 
audio by depressing the corresponding channel's Output Select switch. Reduce the input Gain control first 
to eliminate clipping. 


If the yellow LED is flashing under any sample rate settings, the D/A outputs are muted because there is 
no valid ADAT data on the unit's ADAT input jack. 


If ADAT sync is selected, the A/D and D/A are muted if the yellow LED is flashing. Apply valid ADAT data 
to the ADAT Input to correct this. 


If the Wordclock LED is flashing, the unit cannot sync to the Wordclock signal applied to the unit. Check 
the connection and termination to the Wordclock jacks on the rear of the unit. Make sure that the incoming 
sample rate is between 40KHz and 52KHz. Use an Internal sample rate (44.1KHz or 48KHz) or sync to 
ADAT if Wordclock is not available. 


When using the Tubeopto 8™ as a Preamp-to-ADAT only, if the red Wordclock LED is on solid or either of 
the green (44.1KHz or 48KHz) LED’s are on then the Preamp, A/D, and ADAT Output sections will be 
functioning normally. In this case if the yellow ADAT LED is flashing it just means that you are not using 
the ADAT Input section. 


WARRANTY INFORMATION 


Limited Warranty: 


Applied Research and Technology will provide warranty and service for this unit in accordance with 
the following warrants: 


Applied Research and Technology, (A R T) warrants to the original purchaser that this product and 
the components thereof will be free from defects in workmanship and materials for a period of three 
years from the date of purchase. Applied Research and Technology will, without charge, repair or 
replace, at its option, defective product or component parts upon prepaid delivery to the factory 
service department or authorized service center, accompanied by proof of purchase date in the form 
of a valid sales receipt. 


Exclusions: 


This warranty does not apply in the event of misuse or abuse of the product or as a result of 
unauthorized alterations or repairs. This warranty is void if the serial number is altered, defaced, or 
removed. 


ART reserves the right to make changes in design or make additions to or improvements upon this 
product without any obligation to install the same on products previously manufactured. 


ART shall not be liable for any consequential damages, including without limitation damages 
resulting from loss of use. Some states do not allow limitations of incidental or consequential 
damages, so the above limitation or exclusion may not apply to you. This warranty gives you specific 
rights and you may have other rights, which vary, from state to state. 


For units purchased outside the United States, an authorized distributor of Applied Research and 
Technology will provide service. 
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SERVICE 


The following information is provided in the unlikely event that your unit requires service. 

1) Be sure that the unit is the cause of the problem. Check to make sure the unit has power, all 
cables are connected correctly, and the cables themselves are in working condition. You may want to 
consult with your dealer for assistance in troubleshooting or testing your particular configuration. 

2) If you believe the ART unit is at fault, go to www.artproaudio.com. You may contact Customer Service 
for more assistance, or directly request a Return Authorization for service in the “resources” area of 
the website. 

3) If you are returning the unit for service, pack the unit in its original carton or a reasonable 
substitute. The original packaging may not be suitable as a shipping carton, so consider putting the 
packaged unit in another box for shipping. Print the RA number clearly on the outside of the shipping 
box. 


4) Include, with your unit, a note with the RA number and your contact information including a daytime 
phone number, preferably attached to the top of the unit. 


Fill in the following information for your reference: 
Date of purchase 
Purchased from 


Serial number 
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Tubeopto 8™ SPECIFICATIONS 


Input Impedance 


MIG. cusieecerens vedas vaenreteeedaauneiaaes Haltaaha din cutie ei ane tadiacia bi etn 6.4K Ohm 
LSM sa faas Satecathtn ide deantawoatnes ihasate leon tabaadn ceaasiatnaaaieaiide adoua aaa aesnaasaaanea 20K Ohm 
IASHFUMENE gis sieiscccecesseeastiiscecicesveessvadvevesvesveusuvaduecausveveuctuidversecvcedé 2.5M Ohm 


Output Impedance 
Balanced (Outputs ticcscic.c tect ardaeeitaiatidacidasieitaaisifteesdaieag hades act 200 Ohm balanced 


Frequency Response 


Analog in to Digital OUt .............::cceeceeeeeceeeeeeeeeesenteeeeeeeeseeeneeeeeees 12Hz - 20KHz +0, -1dB @ 44.1 KHz sample rate 
THD 

DTA Zeites asec aes ee oe ea ote och chads Seghs hath teed east okhes atecg Maseceeed eau anced < .015% @ -300B ref clipping 

QZOSZOKZ yn cee sited ideas susuee tis idces teeevictaad Maas taaihe ialaguee teach cate ase < .033% 

Ber Ft Je ie cel Ah Meer oe es capt eee A Rh ted te cape 80Hz, 1-pole 

Equivalent Input Noise 

MiG] Tae ss te vette ie ack enone dete be eaten Senden St ctl ooreie ahs atk oe sedi te -130dBu, input shorted, max gain, “A” wtd. 
TKS) 010 03) 0] er -105dBu, input shorted, max gain, “A” wtd. 
Maximum Input Level 

MICH GS as ore oden ves de ete deco deere sated aed tavnc tilde lanai th de +18dBu balanced w/pad 

MVSUEUITIONE seaease devs uceeed sadeceats cueasesscsacgadaceaiaauansctacesdaeteaevecnaghceeveess +15dBu 

Meter clip lights. ssc ed noe wilted aidan -20B ref. A/D clip (OdB FS) 

Maximum Gain 

MGs Siices waa ec feu aaees adc ides euetahe lend bees eenehe dtd ba We AM GLA Maeeaates 64dB 

INStRUMOENE avers deeitiinciiea ete Ad iio 36dB 

Maximum Output level 

Balance. 44: ferrieisctt titi sears, Ata igh ere eisai eave Ra eee +20dBu (+4dBu setting) 

Unbalanced siis.i:ciie cA ssc iad en de siete eel ieeedi desi +14dBu (+4dBu setting) 

Output level 'Switchis.cn ie eel nnn Selah eels ote Lowers output by 10dB @ -10dBV setting 

Word clock Range .................ccccccccecceeeeseseeeeteteeeeeeeeeseeees AOKHz - 52KHz 

Sample Rate SettingS.......0.0..0..0.c eee 44.1KHz, 48KHz, ADAT, Wordclock 

AID Dynamic Range. .............. cc cccececceeeteeseeteeeeteeteeeeeeees 105cB (“A” wid.) 

DIA Dynamic Range .............. cc cccceceeeeereseeteteteeteeeteeees 105aB (“A” wid.) 

AID Latency oo... cccceeeeseseeeenenenseeeeseseeneneeenees 0.667ms(48KHz), 0.725ms(44.1KHz), 32 samples 
DIAS LAtenCy s:.:266. seed hadi ein se sen dey, 0.458ms(48KHz), 0.500ms(44.1KHz), 22 samples 
DIMENSIONS: 2223.30 cseeet ss et ee Ste 1.75°H x 19.0”W x 14.4”D (44.5mm x 482.6mm x 365.8mm) 
WIGNb se icte cists hulan beouneeiid Shaka h neers 13.2 lbs. (6kg) 

Power Requirement ...........0...0.0cc cece eeeeteteeeees USA — 105-125VAC, AC 60Hz, 29Watts typical, Export units configured 


for country of destination. 


Minimum System Requirements ...................:.0+ ADAT interface port 


Note: 0 dBu = 0.775V RMS, OdBV = 1V RMS 
ART maintains a policy of constant product improvement. ART reserves the right to make changes in design or make 


additions to or improvements upon this product without any obligation to install the same on products previously 
manufactured. Therefore, specifications are subject to change without notice. 
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